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1. ΕΡΓΟ ΣΤΟ ΧΩΡΟ
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1.1. ΟΡΙΟΘΕΤΗΣΗ ΕΡΓΟΥ 

ΚΛΙΜΑΚΑ 1:100
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2. ΠΡΟΔΙΑΓΡΑΦΕΣ
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2.1 ΔΙΑΣΤΑΣΕΙΣ
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2.2 ΣΤΑΔΙΑ  
ΔΗΜΙΟΥΡΓΙΑΣ
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1 ΛΕΠΤΟΜΕΡΕΙΑ 
ΣΤΑΔΙΟ 1 

ΛΕΠΤ. 3.1 
ΜΕΜΒΡΑΝΗ ΒΥΘΟΥ ΠΙΣΙΝΑΣ
 

ΛΕΠΤ. 3.3.1 (Α) 
ΣΤΕΛΕΓΧΟΣ ΣΩΛΗΝΑ ΑΠΟ ΜΕΤΑΛΟ STAINLESS STEEL
 
(Προδιαγραφές σελ.16&17)
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ΒΡΑΝΗΜΕΤΑΛΙΚΟ 
ΣΤΕΛΕΓΧΟΣ 
ΣΩΛΗΝΑ
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2 ΛΕΠΤΟΜΕΡΕΙΑ 
ΣΤΑΔΙΟ 2

ΥΔΑΤΙΝΗ ΕΠΙΦΑΝΕΙΑ - ΝΕΡΟ
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ΛΕΠΤΟΜΕΡΕΙΑ 
ΣΤΑΔΙΟ 3

ΛΕΠΤ. 3.3.1 (Β) 
ΤΟΠΟΘΕΤΗΣΗ ΣΩΛΗΝΩΝ ΑΠΟ PLEXIGLASS 
ΔΙΑΦΑΝΟ Φ80mm

ΛΕΠΤ. 3.3.1 (Γ) 
ΣΥΝΔΕΣΜΟΣ ΑΠΟ ΑΛΟΥΜΙΝΙΟ ΓΙΑ ΣΤΗΡΙΞΗ 
ΦΙΓΟΥΡΩΝ ΣΤΟ ΚΑΘΕΤΟ
 
(Προδιαγραφές σελ.18)
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4 ΛΕΠΤΟΜΕΡΕΙΑ 
ΣΤΑΔΙΟ 4

ΛΕΠΤ. 3.3.1 (Δ) 
ΣΥΝΕΣΗ ΟΛΩΝ ΤΩΝ ΣΩΛΗΝΩΝ ΜΕ ΑΛΟΥΜΙΝΙΟ 
ΣΤΟ ΦΥΣΙΚΟ ΤΟΥ ΧΡΩΜΑ ΜΕ ΟΡΙΖΟΝΤΙΟΥΣ 
ΑΞΟΝΕΣ Φ20mm ΣΕ ΔΙΑΦΟΡΕΤΙΚΑ ΥΨΗ

(Προδιαγραφές σελ.18)
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5 ΛΕΠΤΟΜΕΡΕΙΑ 
ΣΤΑΔΙΟ 5

ΤΟΠΟΘΕΤΗΣΗ ΦΙΓΟΥΡΩΝ ΣΕ ΔΙΑΦΟΡΕΤΙΚΗ 
ΔΙΑΤΑΞΗ, ΟΡΙΖΟΝΤΙΑ ΚΑΙ ΚΑΘ’ ΥΨΟΣ. 

(Προδιαγραφές σελ.18)
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6 ΛΕΠΤΟΜΕΡΕΙΑ 
ΣΤΑΔΙΟ 6

ΤΟΠΟΘΕΤΗΣΗ ΤΟΥ ΕΡΓΟΥ ΜΕΣΑ 
ΣΤΟ ΑΙΘΡΙΟ
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3.1 ΕΠΕΝΔΥΣΗ ΥΔΑΤΙΝΗΣ ΕΠΙΦΑΝΕΙΑΣ

ΜΕΜΒΡΑΝΗ ΒΥΘΟΥ ΠΙΣΙΝΑΣ 
ΤΥΠΟΥ 00675
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LD10235 with E1 LED Light Engine  
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High Power Floor or Ceiling Mounted Spotlight

/LJKW*UDSKL[�UHVHUYH�WKH�ULJKW�WR�FKDQJH�VSHFL¿FDWLRQV�ZLWKRXW�QRWLFH
Data sheet issued: 29 November 2019
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LD10235 is a high power floor or ceiling mounted spotlight. It has been designed 
for applications where a recessed fitting cannot be installed, and a surface 
mounted solution is required. The LD10235 features a deep recessed E1 LED 
engine, optional glare shields and a range of optics. The LD10235 has been 
designed specifically to produce low glare illumination to walls and columns. This 
is a very tough, high quality fitting, machined from high grade materials ensuring 
excellent thermal and light output performance. Ideal for interior and exterior 
applications, incorporating an integral anti-wicking barrier for added protection. 
The LD10235 is available with a choice of switched; 0-10V, DMX, Dali or Mains 
dimmable remote drivers.

Key Features

Specification

Dimensions

Side View

Top View
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Mounting plate
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Applications

Beam Angles 10°, 19°, 34°, 54°, 15°x 49°
LED type 1 x E1 LED Engine with 2-step binning (LED data below)
Colour temperature 2700K** / 3000K / 4000K 5000K
Current 350mA 500mA 700mA 350mA 500mA 700mA
LED power (Max) 5W 

(4.4W)*
7W
(6.3W)*

10W
(9W)*

5W
(4.4W)*

7W
(6.4W)**

10W
(9W)*

CRI (Typical) 85 85 85 80 80 80
Forward voltage (V)100 14V 14V 14V 14V 14V 14V
Delivered lumens (L100)*** 347 437 555 374 472 599
Lumens per circuit watt 69 62 55 75 67 59
LED lifetime (to 70% 
lumen maintenance)

50,000hrs at a max ambient temperature of 35°C
(if higher ambient then run at 500mA up to 45°C)

Glass 3mm thick low iron glass
Materials Machined and anodized aluminium body, with a black 

anodised bezel
Wiring Comes pre-wired with a 1m lead,

can be specified with up to 10m at extra cost
IP rating IP67

*indicates the nominal power for the LED run at that particular current and includes losses
associated with using an 85% efficient driver
**2700K lumen output is 8% lower than the 3000K figure listed
***lumen output indicated is without the glare shield. Allow 30% less with the /GS glare shield.

 - E1 engine, featuring the CREE XHP35 LED with 2-step binning
 - Surface mounted version of the LD151/LD150
 - Optional 2nd channel LEDs for secondary lighting applications
 - Range of beam angles, featuring an impressively narrow 10° spot for lighting 
columns and arches, or a 15°x 49° spreader lens, which is ideal for wall washing 
applications

 - Single optic produces a very consistent beam with no multiple shadows
 - LED and lens recessed in a matt black anodised body for reduced glare
 - Optional glare shield accessories available
 - Minimal aesthetic enabling it to fit into most project styles
 - Body machined from a solid billet of aluminium
 - Range of finishes available
 - Built-in reverse polarity protection
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3.2 ΦΩΤΙΣΜΟΣ
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LD10235 is a high power floor or ceiling mounted spotlight. It has been designed 
for applications where a recessed fitting cannot be installed, and a surface 
mounted solution is required. The LD10235 features a deep recessed E1 LED 
engine, optional glare shields and a range of optics. The LD10235 has been 
designed specifically to produce low glare illumination to walls and columns. This 
is a very tough, high quality fitting, machined from high grade materials ensuring 
excellent thermal and light output performance. Ideal for interior and exterior 
applications, incorporating an integral anti-wicking barrier for added protection. 
The LD10235 is available with a choice of switched; 0-10V, DMX, Dali or Mains 
dimmable remote drivers.
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Side View
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Applications

Beam Angles 10°, 19°, 34°, 54°, 15°x 49°
LED type 1 x E1 LED Engine with 2-step binning (LED data below)
Colour temperature 2700K** / 3000K / 4000K 5000K
Current 350mA 500mA 700mA 350mA 500mA 700mA
LED power (Max) 5W 

(4.4W)*
7W
(6.3W)*

10W
(9W)*

5W
(4.4W)*

7W
(6.4W)**

10W
(9W)*

CRI (Typical) 85 85 85 80 80 80
Forward voltage (V)100 14V 14V 14V 14V 14V 14V
Delivered lumens (L100)*** 347 437 555 374 472 599
Lumens per circuit watt 69 62 55 75 67 59
LED lifetime (to 70% 
lumen maintenance)

50,000hrs at a max ambient temperature of 35°C
(if higher ambient then run at 500mA up to 45°C)

Glass 3mm thick low iron glass
Materials Machined and anodized aluminium body, with a black 

anodised bezel
Wiring Comes pre-wired with a 1m lead,

can be specified with up to 10m at extra cost
IP rating IP67

*indicates the nominal power for the LED run at that particular current and includes losses
associated with using an 85% efficient driver
**2700K lumen output is 8% lower than the 3000K figure listed
***lumen output indicated is without the glare shield. Allow 30% less with the /GS glare shield.

 - E1 engine, featuring the CREE XHP35 LED with 2-step binning
 - Surface mounted version of the LD151/LD150
 - Optional 2nd channel LEDs for secondary lighting applications
 - Range of beam angles, featuring an impressively narrow 10° spot for lighting 
columns and arches, or a 15°x 49° spreader lens, which is ideal for wall washing 
applications

 - Single optic produces a very consistent beam with no multiple shadows
 - LED and lens recessed in a matt black anodised body for reduced glare
 - Optional glare shield accessories available
 - Minimal aesthetic enabling it to fit into most project styles
 - Body machined from a solid billet of aluminium
 - Range of finishes available
 - Built-in reverse polarity protection
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ΘΕΡΜΟΣ ΦΩΤΙΣΜΟΣ 
LED 3000K
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ΛΕΠΤ. Γ 
ΣΥΝΔΕΣΜΟΣ ΑΠΟ ΑΛΟΥΜΙΝΙΟ ΓΙΑ 
ΣΤΗΡΙΞΗ ΦΙΓΟΥΡΩΝ ΣΤΟ ΚΑΘΕΤΟ
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ΛΕΠΤ. Β 
ΤΟΠΟΘΕΤΗΣΗ ΣΩΛΗΝΩΝ ΑΠΟ ΔΙΑΦΑΝΟ 
PLEXIGLASS Φ80mm

3.3.1 ΣΤΗΡΙΞΗ ΦΙΓΟΥΡΩΝ

 ΛΕΠΤ. Δ
ΣΥΝΕΣΗ ΟΛΩΝ ΤΩΝ ΣΩΛΗΝΩΝ ΜΕ 
ΑΛΟΥΜΙΝΙΟ ΣΤΟ ΦΥΣΙΚΟ ΤΟΥ ΧΡΩΜΑ ΜΕ 
ΟΡΙΖΟΝΤΙΟΥΣ ΑΞΟΝΕΣ Φ20mm ΣΕ 
ΔΙΑΦΟΡΕΤΙΚΑ ΥΨΗ

ΛΕΠΤ. Α 
ΣΤΕΛΕΓΧΟΣ ΣΩΛΗΝΑ ΑΠΟ ΜΕΤΑΛΟ 
STAINLESS STEEL
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3.3.2 ΒΑΣΗ & ΕΝΔΥΜΑΤΟΛΟΓΙΑ 

ΒΑΣΗ ΤΗΣ ΜΟΡΦΗΣ ΤΩΝ ΦΙΓΟΥΡΩΝ ΑΠΟ 
PLEXIGLASS 4mm

ΕΝΔΥΜΑΤΟΛΟΓΙΚΗ ΕΦΑΡΜΟΓΗ: 
ΛΥΣΕΙΣ Α&Β (σελ. 20-21)
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ΛΥΣΗ Α: 
ΑΥΤΟΚΟΛΛΗΤΟ ΦΙΛΜ ΑΠΟ ΕΠΙΛΕΓΜΕΝΗ ΧΡΩΜΑΤΙΚΗ ΣΥΛΛΟΓΗ ΕΔΝΥΜΑΤΟΛΟΓΙΑΣ
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ΛΥΣΗ B: 
ΟΙΚΟΛΟΓΙΚΗ ΠΡΟΣΕΓΓΙΣΗ ΤΟΥ ΕΡΓΟΥ  
ΑΝΑΕΦΑΡΜΟΓΗ ΑΠΟΚΩΜΜΑΤΑ ΥΦΑΣΜΑΤΩΝ ΑΠΟ ΕΙΚΑΣΤΙΚΑ ΚΟΣΤΟΥΜΙΑ

Με ιδιαίτερη ευαισθησία προς το ζήτημα της περιβαλλοντικής και 
κοινωνικοοικονομικής  βιωσιμότητας  της πατρίδας μας,  o δημιουργός 
αντιμετωπίζει  αυτό το έργο τέχνης ως μια ευκαιρία  ανάδειξης  στο 
ευρύτερο κοινό της Κύπρου, τη δυνατότητα αξιοποίησης υπολειμμάτων 
υλικών που σε αντίθετη περίπτωση θα  απορρίπτονταν. Έτσι και η 
δεύτερη ενδυματολογική πρόταση, τίθεται στο ενδεχόμενο αξιοποίησης 
είτε ανεπιθύμητων κοστουμιών  από  το  βεστιάριο  του ΘΟΚ, είτε 
αποκομμάτων  από  τα  διάφορα  εργαστήρια εικαστικών μόδιστρων της 
Κύπρου.  Στην  προκειμένη  περίπτωση, τα υφάσματα θα εφαρμοστούν 
πάνω στις μορφές και θα γίνει επικάλυψη με βερνίκι για προστασία και 
αντοχή στο χρόνο.


